REFERENCES


2. A. Cwirzen, V. Penttala and C. Vornanen (2008), Reactive powder based concretes: Mechanical properties, durability and hybrid use with OPC, Cement and Concrete Research, 38, 1217-1226.


9. Adrian Pauw (1960), Static modulus elasticity of concrete as affected by density, Journal of the American Concrete Institute, 57(32), 679-687.


11. AN Ming-zhe, ZHANG Li-jun and YI Quan-xin (2008), Size effect on compressive strength of reactive powder concrete, Journal of China University of Mining & Technology, 18, 0279-0282.


33. Gaetano Russo and Giuliana Somma (2004), A design formula for predicting the shear strength of exterior beam column joint under seismic loading, 13th World conference on earthquake Engineering, Vancouver, B.C., Canada, paper no 1282.
34. Gengying Li (2003), A new way to increase the long-term bond strength of new-to-old concrete by the use of fly ash, Cement and Concrete Research 33, 799-806.


38. Halit Yazici, Mert Yucel Yardimci, Serdar Aydin and Anil S.Karabulut (2009), Mechanical properties of reactive powder concrete containing mineral admixtures under different curing regimes, Construction and Building Materials, 23, 1223-1231.

39. Halit Yazici, Mert Y. Yardim, Huseyin Yigiter, Serdar Aydn and Selcuk Turkel (2010), Mechanical properties of reactive powder concrete containing high volumes of ground granulated blast furnace slag, Cement & Concrete Composites, 32, 639-648.


64. Katsunori Kitano, Osamu Joh, and Yasuaki Goto (2004), Experimental study on ultimate shear strength of interior beam-column joints of steel and reinforced concrete structure, 13th World Conference on Earthquake Engineering Vancouver, B.C., Canada, 626-634.


75. Mohamed Heikal, Mohamed Saad Morsy and Ismail Aiad (2006), Effect of polycarboxylate superplasticizer on hydration characteristics of cement pastes containing silica fume, Ceramics-Silikaty, 50(1), 5-14.

76. Mohammad Iqbal Khan (2012), Predicting properties of High Performance Concrete containing composite cementitious materials using Artificial Neural Networks, Automation in Construction, 22, 516-524.


93. Simon Austin, Peer Robins and Youguang Pan (1999), Shear bond testing of concrete repairs, Cement and Concrete Research, 29, 1067-1076.


96. T. P. Chang, B. T. Chen, J. J. Wang and C. S. Wu (2009), Performance of reactive powder concrete (RPC) with different curing conditions and its retrofitting effects on concrete member, Concrete Repair, Rehabilitation and Retrofitting II, 1203-1208.


102. Y. S.Tai (2009), Uniaxial compression tests at various loading rates for reactive powder concrete, Theoretical and Applied Fracture Mechanics, 52, 14-21.

103. Y.S. Tai (2010), The behaviour of reactive powder concrete at high strain rates, Magazine of Concrete Research, 62(11), 763-772.


