REFERENCES


continuous miner and roadheader applications, 6th International Symposium on Mine
Mechanization and Automation, The South African Institute of Mining and
Metallurgy, pp. 135-139.

Atilla O. C. A., Nasuf E. and Bilgin N., 2004. The assessment of rock cuttability and
physical and mechanical properties from a texture coefficient, Journal of the South
African Institute of Mining and Metallurgy, 104 (7), August, pp. 1-6.

Atkinson T., 1971. Selection of open pit excavating and loading equipment,
Transactions of the Institute of Mining and Metallurgy, Section A, pp. 101-129.

Atkinson T., Cassapi V. B. and Singh R. N., 1986. Assessment of abrasive wear
resistance potential in rock excavation machinery, International Journal of Mining

Mines, Metals & Fuels, 47 (9-10), September-October, pp. 223-229.

Balei C., 2009. Correlation of rock cutting tests with field performance of a TBM in a
highly fractured rock formation: A case study in Kozyatagi-Kadikoy metro tunnel,

boreability, cuttability and drillability, Notes of the Workshop, Montreal, Canada, 02
September.

Barendsen P., 1970. Tunneling with machine working on the undercutting principle,
Goodman, J. A., editor, The technology and potential of tunneling, Proceedings of

Bell F. G., 1978. The physical and mechanical properties of fell sandstones,


Bilgin N., Seyrek T. and Shahria K., 1988. Golden Horn clean up contributes valuable data, Tunnels & Tunneling, June, pp. 41-44.


Bilgin N., Seyrek T. and Shahria K., 1988. Golden horn clean up contributes valuable data, Tunnels and Tunneling, June, pp. 4-44.


Bilgin N., Yazici S. and Eskikaya S., 1996. A model to predict the performance of roadheaders and impact hammers in tunnel drivages, In: Barla G., editor,


Gehring K. H., 1980. Abb. 4a The Voest Alpine Rock Cuttability Index.


ISRM, 1972b. Suggested methods for determining water content, porosity, density, absorption and related properties and swelling and slake-durability index properties, October.


Kramadibrata S. and Shimada H., 1996. The influence of rock mass and intact rock properties on the design of surface mines with particular reference to the excavation of rock, Part-I, II and III, School of Civil Engineering, Curtin University of Technology.


www.coal.nic.in/Provisional coal statistics

www.larsontoubro.com