ACKNOWLEDGEMENT

The author expresses his deep gratitude to his mentor and research guide Dr. N. Murugan, Professor, Department of Mechanical Engineering, Coimbatore Institute of Technology, for his continuous support, valuable guidance and constant encouragement throughout this research work.

His thanks are due to Dr. R. Prabhakar and Dr. V. Selladurai former and present Principals, CIT, for their support. He is also thankful to his DC members Dr. T. Kannan and Dr. P. K. Palani for their valuable comments and suggestions.

The author thanks Dr. Paul Dhinakaran, Chancellor, Karunya University, Dr. S. Sundar Manoharan, Vice chancellor, Dr. C. Joseph Kennady, Registrar, Dr. T. Michael N. Kumar, Dr. S. Darius Gnanaraj and Dr. T. V. Christy of Karunya University for their continuous prayers and support.

The author is thankful to the Naval Research Board (NRB), Govt. of India and Department of Science and Technology (DST), Govt. of India for the sponsorship extended by way of research grant and travel grant respectively. He is also indebted to Dr. S. Gopalakrishnan, Dr. I. Dinaharan, Dr. V. Balasubramanian, Dr. Kalaiselvan and Mr. S. Shashi Kumar for their valuable inputs and timely help rendered to complete this work.

The author wishes to place on record his profound gratitude to his parents, wife Mrs. P. Rani Isabella and sons Master J. Sushil Theunis and Master J. Sandy Pasqual for their forbearance which truly helped the successful completion of this research work.

(S.J.VIJAY)