BIBLIOGRAPHY


42. J.L Colodette, 2008, “Eucalyptus kraft pulp bleaching: state of the art and new developments”, TAPPI J, on line Exclusive 18 A.


47. Dr. Venkobarao, 2005. B.Tech, “Pulp and paper technology”, class notes, Bharathidasan University, Thiruchirapallai, p.201.


78. W. Rapson, C. Andersom, 1985, “Bleaching in five stages to the asymptotic limit using only one oxidant and sodium hydroxide”, International Bleaching conference Quibe city, Canada, p.227.


84. TAPPI , T 240 om -93: Consistency measurement.

85. TAPPI , T 236 cm -85 & UM 246: Kappa number & Micro kappa number.

86. TAPPI, T 248, cm -85: Laboratory beating of pulp.

87. TAPPI, T 207-om-94: Freeness.

88. TAPPI, T 400 sp – 95: Sampling and accepting a single lot of paper, paperboard Container board, or related product.

89. TAPPI, T 218 om-91: Forming hand sheets for reflectance testing of pulp (Funnel procedure).

90. TAPPI, T 525 om-92: Diffuse brightness of pulp (d/0°).

91. TAPPI, T 260 om-91: Aging properties of bleached chemical pulps.

92. TAPPI, T 205 SP-95: Forming hand sheet for physical testing of pulp.

93. TAPPI, T 410 om-93: Mass per unit area (grammage).


95. TAPPI, T 494 om-88: Tensile strength.

96. TAPPI, T 403 om-92: Bursting strength.
97. TAPPI, T 411 om-89: Thickness (caliper) of paper, paperboard, and combined board.

98. IS:187, Standard atmospheres.

99. TAPPI, T 252 om-90: p\textsuperscript{H} and electrical conductivity of hot water extracts of pulp, paper, and paperboard.

100. TAPPI, T 264 om-88 preparation of raw materials for chemical analysis.

101. TAPPI, T 241 cm-83 Manganese in pulp.

102. TAPPI, T 242 cm-83: Iron in pulp.

103. TAPPI, T 243 cm-83 Copper in pulp.

104. TAPPI, T 247 cm-83: Calcium in pulp.

105. TAPPI, T 620 cm-83: Analysis of Industrial process water.


107. TAPPI , T602 om-89: Concentration of sulphuric acid.

108. TAPPI , T613 cm-83:Analysis of caustic soda.


112. Adsorbable organic halides by adsorption and coulometric titration, ISO 9562.


133. Lucian A. Lucia, 2005, “High selectivity oxygen delignification DE-FC07-00ID13870,” final technical report, Institute of paper science and Technology, Georgia Institute of Technology, 10th St., NW, Atlanta, GA 30332.


28, No.5, p.167.

degradation of carbohydrates during oxygen delignification part. III:

141. MiroSuchy and Dimitris S.Argyropoulos, 2002, “Catalysis and activation of
oxygen and peroxide delignification of chemical pulp -a review”, TAPPI J,

TCF bleaching on the surface chemical composition of kraft pulp as
determined by ESCA”, Nordic Pulp and Paper Research J, Vol.11, No.3,
p.201.

kraft pulp fibers”, Proceed. 9th International Symposium on wood and
pulping chemistry, L1-1- L1-6. a review”, TAPPI J, p.2.

TCF leaching on the surface chemical composition of kraft pulp as
determined by ESCA”, Nordic Pulp and Paper Research J, Vol.11, No.3,
p.204.

pulping Conference, TAPPI PReES, Atlanta, Georgia, USA, p.404.


211. Ek M, M. Remberger and A-S. Allard, 1999, “Biological degradation of EDTA in pulping effluents at higher pH – laboratory study”, IVL Swedish Environmental Research Institute, Stockholm, B 1322.


organic compounds .II. ozonation of phenol in water”, J Org Che, Vol.44,
No.13, p.2137.
calcium scale at the Simpson Tacoma mill”, TAPPI, Pulping conference
proceedings, TAPPI PRESS,p.72
scale as a result of water minimization”, TAPPI Pulping Conference
proceedings ,Book No.3, pp. 1341-1347.
chemical control of CaCO\(_3\) scaling in the kraft process”, TAPPI J,Vol.82,
No.6, pp. 167-174.
83, No.10, p.50.
oxygen, ozone, and peroxides”, Uni publishers, Tokyo, p.207.
226. A.I.Pedroso, and M.G.Carvalho, 2003, “Thermodynamic determination of
synthetic polymers in recycled pulp systems and deposits”, J Pulp and Pap
determination of hexenuronic acid groups in chemical pulps”, Carbohydrate


241. Rämö, Jaakko, 2003, “Hydrogen peroxide- metals- chelating agents; interactions and analytical techniques”, Department of Process and Environmental Engineering, University of Oulu, P.O.Box. 4300, FIN-90014 University of Oulu, Finland, Oulu.


282. K.Henricson,1997 ,“Cooking of cellulose material with high alkali concentrations and/or high p\(^{\text{Hr}}\)”, PaperiPuu, Vol.79, No.8, p.546.


LIST OF PUBLICATIONS

PUBLICATIONS IN INTERNATIONAL JOURNAL


PAPER ACCEPTED FOR PUBLICATIONS IN INTERNATIONAL JOURNAL


PUBLICATIONS IN NATIONAL CONFERENCE PROCEEDINGS


PUBLICATIONS IN SOUVENIR
