References


42. Bahl P, Padmanabhan VN. RADAR: An In-Building RF- Based User Location and Tracking System. Proceedings of Ninteenth Annual Joint Conference of the IEEE


49. ZigBee Technology, 2013,

50. Fern´andez S, Gualda D, Garc´ia JC, Garc´ia JJ, Ure´na J, Guti´errez R. Indoor


http://dblp.uni-trier.de/db/conf/colcom/colcom2005.html#PandeyPSA05


77. He T, Huang C, Blum BM, Stankovic JA, Abdelzaher TF. Range-Free Localization


96. Al-Jazzar S, Caffery J Jr, You HR. A Scattering Model Based Approach to NLOS Mitigation in TOA Location systems. 55thIEEE Vehicular Technology Conference
2002; 2: 861-865. DOI:10.1109/VT.C.2002.1002610


100. Fang BT. Simple Solutions for Hyperbolic and Related Position Fixes. IEEE Transactions on Aerospace and Electronic systems 1990, 26: 748-753. DOI: 10.1109/7.102710


116. Abdelghani Belakbir, Mustapha Amghar, Nawal Sbiti, Amine Rechiche. An Indoor-


http:// academic.csuohio.edu/simond/kalmanconstrained


126. Dan Simon. Optimal State Estimation-Kalman, $H_\infty$, and Nonlinear Approaches, John-