Reference
REFERENCE


Hall, R., 1983, Zero inventory crusade: Much more than materials management, Production and Inventory Management, 24, pp.1-8


Nori, V.S. and Sarker, B.R., 1998, Optimum number of kanbans between two adjacent stations, Production Planning and Control, 9, pp. 60-65.


Ohno,T., 1988, Toyota production system beyond large scale production, Productivity Press, Cambridge.


Philipoom, P.R., Rees, L.P., Taylor, B.W. and Huang, 1987, Dynamically adjusting the number of kanban system in JIT production system using estimated values of lead time, IIE Transactions, 19, 2, pp. 199-207.


Ryan, S.M. and Fred Choobineh., 2003, Total WIP and WIP mix for a CONWIP controlled job shop, IIE Transactions, 35, pp. 405-418.

Ryan, S.M., Bruno Baynat and F.Fred Choobineh, 2000 , Determining inventory levels in CONWIP controlled job shop, IIE Transactions, 32, pp. 105-114.


Schonberger, R. 1984, Just-in-time Production system: replacing simplicity with complexity, Industrial Engineering, 10, pp.52-63


Takashashi Katsulikes and Nakamura Nobuto, 2002, Decentralized reactive kanban system, European Journal of Operational Research, 139, 2, p262.


Turbo days (N) Time since Jan 12 (1996) -


Yang, 2000, Managing a flow line with single-kanban, dual-kanban or conwip, Production & Operations Management, 9, p. 349.


Sendil Kumar C and Pannoseelvam R., Algorithm for least cost mix of kanban sizes in JIT manufacturing system with multi-product, Industrial Engineering Journal (Accepted for publication), 2008.
