ACKNOWLEDGEMENT

I would like to express my sincere gratitude and thanks to my guide Dr S.Nagan and co-guide Dr S.Rajamohan for their valuable guidance, and immense help rendered throughout the research work and bringing out this thesis. Also my earnest thanks to the Doctoral Committee members Prof. Dr V.Mohan, Thiagarajar College of Engineering, Dr S.Vasudevan, Bharathidasan University, and Prof. Dr A.Sundaram, Madurai Kamaraj University. I also would like to thank Prof. Dr K.Arunachalam, Head, Dept. of Civil Engg., Thiagarajar College of Engineering for permitting me to carry on my research in his Department. I am also grateful to Prof. Dr K.Thanasekaran, Director, Centre for Environmental Studies, Anna University for allowing me to do the course work in CES. I am very grateful to Dr R.Saravanan, CWR, Anna University for his help in getting Visual MODFLOW software. I also would like to thank Dr Harish Chandra, Librarian, IIT Madras for permitting me to utilize the Central Library. In addition, my heartfelt thanks to Prof Dr S.Mohan, Director, NITTTR, Chennai for valuable suggestions in the research work. The credit also goes to the Govt. Dept. Viz, PWD, CGWB, IMD, LoEA, SoI, and TNPCB for sharing their data. Finally I convey my gratitude to all my colleagues in TNPCB for their precious support during this research work.

R. RAJAMANICKAM